
3 Harness 2 X1 4 Meter bracket  X1

8 Outlet cover X1

1 LCD Meter X1

6 M4 X 10L Allen screw X3

2 Harness 1 X1

7 3 mm Allen key X15 M4 washer X3

wh062ba01c(P23-1)

Vehicle installation instructions2-1

Install in the following order
❶ LCD Meter(With Bracket and meter harness)
❷ RX-5 adapter wiring harness
❸ Stock wiring harness
❹ Outlet cover

Before assembly, assemble the ❶ LCD Meter in advance (refer to 2-2 
Installation Instruction).

Refer to the sequence of the drawing for the removal. Perform the 
assembly in reverse.

NOTE

❶

❸

❸
❷

❹

Disassemble in the following order
❶ Stock wiring harness
❷ Original Meter

❷
❶

     Follow the steps in the picture prior to installation.   
     Only required for initial install.

Scan the QR code for 
installation instructions.

 Thank you for purchasing our product. Before installing/operating the product, read the instructions carefully and retain them 
for future reference.

Attention!
 For installation, follow the steps described. Any damage caused by wrong installation shall be imputed to the users.
 To avoid a short circuit from occurring do not pull or modify the wires during installation.
 Do not disassemble or change any parts. Opening and dissassembling this unit will void any warranty.
 Maintenance and repairs should be executed by our professionals only.

NOTE

WARNING!
Some procedures must be followed to avoid damages to the product.

Certain procedure must be followed to avoid damages to yourself, to the vehicle or to others.  

Light onFlash

Hold the
Button 

3 seconds

Hold the
Button 

1 second

Symbol description:

Accessories1
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Installation instructions2-2

Meter Size3-1
160.0 mm

100.0 m
m

48.0 mm

16.0

LCD Meter (Accessory 1)

Harness 1 (Accessory 2)

Wiring Installation Instructions2-3

Connect to stock wiring harness

1. LCD Meter (Accessory 1)
2. Meter bracket (Accessory 4)
3. M4 washer X3 (Accessory 5)
4. M4 X 10L Allen screw X3 (Accessory 6)

Follow the steps below during installation.

0.9 Nm (9 kgf.cm)

2.

4.

3.

3.
3.

1.

Button Function Description3-2

❶Left button &    
    Right  button

❷Up button & 
    Down button

❸D-ESA button

❹DRL button

❺Riding mode button
 

❻Heated grip button

❷ ❸ ❺

❹

❻❶
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ENDURO
RIDE

ENDURO AUTO
D-ESA

0

1

2

3
4 5 6

7

8

9

1032 4
km/h

120
ODO km92370

%100

V12.5

°C35.5

psi3331F R

LTE

28.5°C13:49

Basic Function Instructions3-3

Tachometer

Speedometer

0 ~ 360 (0 ~ 225

(
Gear Meter

N

Clock
00 00 ~ 23 59 (2

1 00 ~ 12 5
Air TEMP

-39.5~87.0°C (-39.0~188.0°F)
0.1 °C (°F)

Mobile phone network signal

( )
Phone battery

Bluetooth® connection status

DRL

DRL(Auto)

Hill Start Control

w F

RPM Light - Start

Shift Light

Pre-Shift Light
1,000~10,000 P

Indicator
ENGTMP Level

0~120°C (32~248°F)

20°C (36°F)
Volt Level

Fuel Level

0~100

16.6

Odometer
0 ~ 999 (

( )
TRIP 1 and 2

0.0~9,999.9 ( )

0.1 ( )
Trip A (Trip Auto)

0.1 ( )
Fuel Range

0~999 ( )
1 ( )

CONS R
0~99.9 ,

0.1 ,

RDC

Engine Oil Level Warning
---

Service Date  (SERV T)

Service DST (SERV D)
;

Perpetual calendar
2021 ~ 2099
1 ~ 12

1 ~ 31
RDTIME

0.0~99,999.9

Time 1,2

Riding mode

D-ESA

, ,
, ,

,
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Specifications(Meter)3-4
0 ~ 360 (0 ~ 225

(
0 ~ 999 (

, 2 0.0~9,999.9 ( )

( )

0.1 ( )

0.1 ( )

, 2 

, 2

Service Date(SERV T)

0.0~250.0°C (32.0~482°F)
0.1 °C (°F)

Digital ENG 
  Thermometer

-39.5~87.0°C (-39.0~188.0°F)
0.1 °C (°F)

Air TEMP.

-39.5~4.5°C (-39.0~40.0°F)
0.1 °C (°F)

Black Ice warning

0~100
1

~Fuel capacity

0~100
16.6

10~50
10

0~999 ( )
1 ( )

0~99.9
0.1

0~99.9 100

0.1 100 P ( ),

0~99.9 100

0.1 100 P (

0~9999.9

0.1
0~99.9 100

0.1 100 P ( ),

00 00 ~ 23 59 (2
1 00 ~ 12 5
C 8.0~18.0

C 0.1

Tire pressure

Volt Level

Tire pressure warning

Lamp Warning
EWS 

Bluetooth® 
  connection status

Turning precaution

  road

Mobile phone 
  network signal

Push notification

Estimated turning 
  distance

Estimated arriving 
  distance

Estimated arrival 
  time

RDC

Warning for the charging 
  of storage battery

2021 ~ 2099
1 ~ 12

1 ~ 31

! C EC !! C EC C EC

0~120°C (32~248°F)

0~250 °C (32~482°F
O E EAWarning for 

  overheated engine

60~250 °C (140~482°F
1 °C (°F)

MP warning

(SERV D)

N,
,

w F
Tachometer

1,000~10,000 P

, ,Engine Oil Level warning 

Warning for the malfunction 
   of E-ESA control element

    to up-shift

Type A

Type B
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Back

Next

Date & Time
2021 .

10 : 00

06 . 25

Next

Bluetooth

Device Name: KOSO_RX5_123456

Mobile Device: Connected

Back

Next

Pair with bluetooth through mobile device.

Back

Next

Date & Time
2021 .

00 : 00

06 . 25

Right button

Hello!
Select your mobile OS. 

iOS

Android

Next

Hello!
Select your mobile OS. 

iOS

Android

Next

Start screen for Initial Use4-1
  Up or Down button

Right button

Right button,

Right button

Down button

Example : To set time as 10:00.
Right button 

Right button v
h wa

Up(Accumulate) or
  Down(Decrease) button

Back

Next

Date & Time
2021 .

00 : 00

06 . 25

Back

Next

Date & Time
2021 .

10 : 00

06 . 25

Right button

Right button

Right button

GO!

Successful!
Feel the speed!

Settings

GO!

Right button

Right button

Next

Bluetooth

Device Name: KOSO RX5

Mobile Device: Unconnected

Back

Next

Pair with bluetooth through mobile device.

123456Pairing Code:

Right button 

Right button v
h wa

Up(cumulative) or
  Down(Decrease) button

Back

Next

Date & Time
2021 .

00 : 00

01 . 01

NOTE iOS operating system:

Play / Pause
Volume +/-

  the song

Current play time

Current play time 
  progress bar

(

)

  (Day) 

wh062ba00a(P22-4)

  app call notice

Unit

NOTE

  (Night)

  (Day) 

  (Night)

Operating temperature

  call notice

±
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LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49

Mode

DLight
RDC WARN
Setting

Pro Mode

Music

 Check on your mobile 
device.

No Music
Information

LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49 LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49

Navigation

Check on your mobile 
device.

No Navigation
Information

LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49

Call History

Check on your mobile 
device.

No Call Hist ory
Information

LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49

°C82.5
ENGTMP

5
Gear

9200
RPM

km/h169
Speed

MAX Record

LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49

Mode

DLight
RDC WARN
Setting

Pro Mode

Switch screens

Tab

0

1

2

3
4 5 6

7

8

9

10
ENDURO

RIDE

ENDURO AUTO
D-ESA

32 4
km/h

120
ODO km51398

%100

V12.5

°C80.5

psi3331F R

Siri
INFO

Mode
ODO

LTE
28.5 °C13:49



In the ODO screen, press the Up
  button to enter the Trip 1 screen. 

In the Trip 1 screen, press the Up
  button to enter the Trip 2 screen. 

Press the Up button for 3 seconds
  to reset Trip 1 record.

Press the Up button for 3 seconds,
  enter the mode screen rapidly.

In the Trip A (Auto) screen, press the Up 
  button to enter the Fuel Range screen. 

In the Fuel Range screen, press the Up 
  button to enter the CONS R screen. 

CONS R screen, press the 
  Up button to go back to the ODO
  screen.

In the ODO sereen.

Trip 1 1688.9

%100

V12.5

°C80.5

psi3331F R

km Trip 1 0.0

%100

V12.5

°C80.5

psi3331F R

km

In the Trip 2 screen, press the Up button
   to enter the Trip A (Auto) screen. 

Press the Up button for 3 seconds
  to reset Trip 2 record.

Trip 2 3055.5

%100

V12.5

°C80.5

psi3331F R

km Trip 2 0.0

%100

V12.5

°C80.5

psi3331F R

km

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

Main Menu Switching Description(TRIP button)4-3-1

Records in the Record 1 information 
tab will be cleaned at the same time.

wh062ba01c(P23-7)

, press the 
  Down button to enter the oil level 
  (OILLVL) screen.

, press 
  the Down button to enter the Service 
  Date(SERV T) screen.

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

Service Date(SERV T) screen, 
  press the Down button to enter the 
  Service DST (SERV D) screen.

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

28.5 °C13:49

N1 2
OILLVL OK

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

28.5 °C13:49

N1 2
SERV T 2022.01.01

Press the Down button for 3 seconds
  to reset Service Date(SERV T) record.

Main Menu Switching Description(INFO button)4-3-2

SERV T 2022.01.01 SERV T 2023.01.01

Service DST (SERV D) screen, 
  press the Down button to enter the 
  Date screen.

Date screen, press the Down 
  button to enter the ALTIME screen.

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

28.5 °C13:49

N1 2
Date 2021.01.01

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

28.5 °C13:49

N1 2
SERV D 1032

51398

km

Press the Down button for 3 seconds
  to reset Service DST (SERV D) record.

SERV D 1032 km SERV D 10000 km

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

Trip 1 km1688.9

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

Trip 2 km3055.25

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

Trip A km0.0

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49

Mode

DLight
RDC WARN
Setting

Pro Mode

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

Fuel Range km999

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

CONS R L/100
km0.0

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

NOTE

Records in the Record 2 information 
tab will be cleaned at the same time.

NOTE
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Down 
  button to enter the TIME 2 screen.

Press the Down button for 3 seconds
  to enter the Record 1 screen.

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

28.5 °C13:49

N1 2
TIME 1 0.0

51398

hr

Down 
  button to go back to the Tire pressure 
  screen.

Press the Down button for 3 seconds
  to enter the Record 2 screen.

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

28.5 °C13:49

N1 2
TIME 2 0.0

51398

hr

Down 
  button to enter the TIME 1 screen.

Press the Down button for 3 seconds
  to enter the Record screen.
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2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

28.5 °C13:49

N1 2
ALTIME 0.1

51398

hr

0
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2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

28.5 °C13:49

N1 2
TIME 1 0.0

51398

hr 0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

28.5 °C13:49

N1 2

Record 1 

Time 1

Ø Speed 1

Fuel 1

hr0.0

km/h0

L0.0
Ø CONS 1

km
L/1000.0

Trip 1 km0.0

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

28.5 °C13:49

N1 2

Record 2 

Time 2

Ø Speed 2

Fuel 2

hr0.0

km/h0

L0.0
Ø CONS 2

km
L/1000.0

Trip 2 km0.0

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

28.5 °C13:49

N1 2
TIME 2 0.0

51398

hr

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

28.5 °C13:49

N1 2

Record 

ALTIME

RDTIME

Ø Speed

hr0.1

hr0.0

km/h0
Ø CONS

km
L/1000.0

CONS C L/H0.0

ODO km10862
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D-ESA

km/h
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ODO km51398

%100
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°C80.5

28.5 °C13:49

N1 2
ALTIME 0.1

51398

hr

0
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4 5 6
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ROAD MAX
D-ESA

km/h
0

28.5 °C13:49

N1 2
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ROAD MAX
D-ESA

km/h
0

ODO km10862

%100

V11.5

°C80.5

28.5 °C13:49

N1 2

Warn List

11.5 V

In the Tire pressure screen.

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

OILLVL ---

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

0
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RIDE

ROAD MAX
D-ESA

km/h
0

ODO km10862

%100

V11.5

°C80.5

28.5 °C13:49

N1 2

Press the Down button for 3 seconds
  to enter the 

01Warn List

Warn List 01

Press the MODE button to enter the 
  setting.

Example : To set Riding mode 
  to ROAD.

Press the MODE button to choose 
  the setting options.

  ROAD.
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RAIN

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2
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°C80.5

psi3331F R

28.5 °C13:49

N1 2
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ROAD

RIDE

ROAD MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

Main Menu Switching Description(MODE button)4-3-3

The list of warnings is displayed 
when there is a warning.

NOTE

Now the setting value is flashing.

RAIN, ROAD, DYNA, ENDURO,
ENDURO PRO, DYNA PRO.

NOTE
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Now the setting value is flashing.
Setting range :
<Type A>
[Mode] ROAD, DYNA, ENDURO.
<Type B>
[Mode] SOFT,NORMAL,HARD.

NOTE

Now the setting value is flashing.
Setting range :
<Type A> 
[Strength] MIN, AUTO, MAX.
<Type B>
[Strength]
One-up,One-up with luggage,
Two-up 

NOTE

Press the D-ESA button to enter the 
  setting.

Example : To set D-ESA [Mode] 
  to DYNA.

Press the D-ESA button to choose 
  the setting options.

  DYNA.

Example : To set D-ESA [Strength] 
  to MIN.

Press the D-ESA button for 3 seconds 
  to choose the setting options.
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ODO km51398
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28.5 °C13:49

N1 2
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D-ESA
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ODO km51398
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°C80.5

psi3331F R

28.5 °C13:49

N1 2
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28.5 °C13:49

N1 2
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DYNA MAX
D-ESA

km/h
0

ODO km51398

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

MAX  
  to MIN.
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D-ESA
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ODO km51398
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V12.5

°C80.5

psi3331F R

28.5 °C13:49

N1 2

Main Menu Switching Description(     D-ESA button)4-3-4

Setting range : OFF, 50%,100%.
Default value : OFF.

NOTE

NOTE

NOTE

ODO km51398

%100

V12.5

°C80.5

psi3331F R0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49 Example : To set Heated grip 
  to 100 %.

Press the Heated grip button to 
  choose the setting options.

  to 100 %.

ODO km51398

%100

V12.5

°C80.5

psi3331F R

28.5 °C13:49
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RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

Up button to go back 
  to the previous song.

Down button to go to 
  the next song.

Up button for 3 seconds,
  .

 Left or right button to 

05:28 / 10:08

Music

Next
Pause/Play
Prev
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Song title : 

Total length of the song
 when exceeding the range.

Current playing time : 
when exceeding the range.

Current playing time progress bar : 

Previous song : iOS supported, Android not supported.
Next song : iOS supported, Android not supported.
Play / Stop : iOS supported, Android not supported.
Volume +/- : 0~100%, iOS supported, Android not supported.

Music4-4

Example : To set DRL to ON.
Press the DRL button to choose 

  the setting options.
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N1 2

Main Menu Switching Description(     Heated grip button)4-3-5

Main Menu Switching Description(     DRL button)4-3-6

Setting range : ON, OFF.NOTE
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Turning precaution : A total of 40 turning precautions.
Estimated turning distance : 0~999m,1~999km (0~528ft,0.1~999.9mile).
Estimated turning road : Three lines; “…” will be displayed when 
exceeding the range.
Estimated arrival time : 00:00 ~ 23:59 (24H),1:00 ~ 12:59 (12H)
Estimated arriving distance : 0~999m,1~999km (0~528ft, 0.1~999.9mile).

(Android supported, iOS not supported.)

NOTE

28.5 °C19:37
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150

17:54 6.7 km

Section 3, 
Beian Rd

m

  Play Store on your mobile phone 
  and press to enter the APP.

Successfully connected.

Press device “ .”
Press device “ .”

Press device “ GO.”

Mobile navigation screen.

Meter navigation screen.

Press device “ MAP.”

Navigation4-5

Section 2,Beian Rd

Section 3,Beian Rd

ENDURO
RIDE

ENDURO AUTO
D-ESA
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1032 4
km/h

120
100%

120
150

17:54 6.7km

Section 3, 
Beian Rd

m

28.5 °C19:37

120
There's no overspeed warning in general, but the speed 
limit value will adjust automatically while navigation.

NOTE

120

iOS Android
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MAX Record

28.5 °C13:49

Incoming phone call notice screen.
Incoming online call notice screen.

Call History4-6

Call ending screen.
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°C0
ENGTMP

N
Gear

RPM

km/h0
Speed

MAX Record

MAX record screen.

Down button for 3 second  to 
  Clear MAX record.

MAX Record4-7
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01:39

28.5 °C13:49

Call History : Record eight incoming calls received after 
connecting with the mobile.
Incoming phone call notice : name or number ; “No Caller ID” is 
displayed when there is no name or number.
Incoming online app call notice : name ; “No Caller ID” is 
displayed when there is no name. 
For online calls of the Android system, whether the calls get 
through or not, the display will disappear after 10 seconds.

Call time : , will be displayed when exceeding 
the range.

Call history screen.
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0

Mode4-8
4-8-1 Pro Mode

Press the Right button to enter 
  Pro Mode setting.
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LTE
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Mode

DLight
RDC WARN
Setting

Pro Mode

4-8-2 D Light
Press the Right button to enter 

   setting.

Press the Up or Down button to choose 
  the setting options.

Right button to confirm the 
  selection.

Press the Left button to go back to 
  the Mode screen.

In the Mode screen.
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Mode

DLight
RDC WARN
Setting

Pro Mode

Enter
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4-8-3 RDC WARN
Press the Right button to enter 

  setting.

  from on to off.
Press the Left button to go back to 

  the Mode screen.

In the Mode screen.

ODO km51398

%100

V12.5

°C80.5

psi3331F R0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49 LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49

Selet
Down

Back
Up

On
Off

RDC WARN

ODO km51398

%100

V12.5

°C80.5

psi3331F R0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49 LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49

Selet
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On
Off

RDC WARN
Press the Up or Down button to choose 

  the setting options.
Right button to confirm the 

  selection.
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This is an existing function from 
the original supplier; perform the 
setting according to the 
recommendations in the manual
provided by the original supplier.

on, off.

pressure warning.

on, off.

Call History
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wh062ba01c(P23-12)

4-8-4 Setting
Press the Right button to enter 

  setting screen.
In the setting screen.
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Enter
Down
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Setting

Unit
Backlight
LED Bar
INFO Display
Indication
DWA

Date & Clock

Press the Right button on setting mode screen to enter the setting screen.
Press the Up button or Down button to select
❶Date & Clock ❷ ❸Backlight ❹ ❺  ❻Indication ❼  ❽ ❾  10Fuel capacity
11  12  13 14  15Maintenance 16  17Bluetooth®

Press the Right button to enter setting function screen.

Setting Screen Switching Description5
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❻ Indication
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❼ 

11 10 Fuel capacity❾ ❽ 

12 13 14 15 Maintenance

During setting, if any button is not pressed for 3 minutes, it will automatically return to the startup screen.

17 Bluetooth®16 
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Volt WARN
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D-ESA Type
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The Date & Clock screen, press the 
  Right button to enter the Date & Clock 
  setting. 

Date & Clock Setting5-1 

Press the Right button to enter the 
  Date setting. 

Example : To set Date to 2021.06.25.

Up or Down button to       
  choose the setting number.

Right button to confirm the 
  selection.

 : Set Date from 2021.01.01 to 
  2021.06.25.

Down button to go to the
  Clock setting.

Up or Down button to       
  choose the setting options.

Right button to confirm the 
  selection.
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 : Set time format from 24 H to 12 H.
Down button to go to the 

  time adjustment setting.

Press the Right button to enter the 
  time adjustment setting screen.
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Example : To set clock as 10:10 PM.
Press the Up or Down button to choose 

  the setting number.
Right button to confirm the 

  selection.
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 : Set Clock from 12:00 AM to 
  10:10 PM.    

Left button to go back to
  the Date & Clock screen. 

Date & Clock screen.

The unit screen, press the Right button
  to enter the unit setting.

Unit Setting5-2 

 : 
Up or Down button to       

  choose the setting options.
Right button to confirm the 

  selection.

Down button to go to the 
  temp. unit setting screen.

Example : To set Temperature un
Up or Down button to       

  choose the setting options.
Right button to confirm the 

  selection.
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Now the setting value is flashing.
Setting range (year) 2021 ~ 2099
Setting range (month) 1 ~ 12
Setting range (day) 1 ~ 31

NOTE

Now the setting value is flashing.
Setting range : 12 H, 24 H.
Default value : 24 H.

NOTE

Now the setting value is flashing.

Setting range : 00:00 ~ 23:59 (24H)
1:00 ~ 12:59(12H).

Default value : 
00:00

Cursor moving order is :
Hour  Minutes

NOTE

NOTE

NOTE Setting range : 
.

Default value : 

NOTE Setting range : .
Default value : .
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km/h
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Down button to go to the
  Pressure unit setting screen.

Example : To set Pressure unit to psi.
Up or Down button to       

  choose the setting options.
Right button to confirm the 

  selection.

Down button to go to the
  ting screen.

Example : To set t 
Up or Down button      

  to choose the setting options.
Right button to confirm the 

  selection.

Down button to go to the
  ting screen.

Example
  km/L.

Up or Down button to       
  choose the setting options.

Right button to confirm the 
  selection.

Press the Left button to go back to 
  the unit screen.

unit screen.

The backlight screen, press the Right 
  button to enter the background mode 
  setting. 

Backlight(Mode/Brightness) Setting5-3 

Example : To set the Mode to Night 
  mode.

Up or Down button to       
  choose the setting options.

Right button to confirm the 
  selection.

backlight
  brightness (Day) to 4/5(80%). 

Press the Up or Down button to choose 
  the setting number.

Right button to confirm the 
  selection.

Press the Down button to go to the
  backlight brightness (Night) setting.
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Press the Right button to enter the 
  backlight brightness (Night) setting. 
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 : Set background from Auto mode   
  to Night mode.

Press the Down button to go to the
  backlight brightness (Day) setting.

Press the Right button to enter the 
  backlight brightness (Day) setting. 
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NOTE Setting range : bar, psi, kPa, 

Default value : bar.

NOTE

NOTE
MPG (UK), MPG (US).

Now the setting value is flashing.
NOTE Setting range : (Darkest)~ 

Setting unit : 
Default value : 

NOTE The backlight brightness will
change immediately after 
you set the value.

NOTE Setting Auto(automatically 
switch according to the light : 
day mode display for a bright 
environment and Night mode 
display for a dark environment), 
Day mode, Night mode.
Default value : Auto.
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Press the bu  to choose 
  the setting number.

 to confirm the 
  selection.
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Backlight

light brightness (Night) 
  setting is changed from 3/5 (60%) to 
  2/5 (40%).

Press the 
  screen.
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Now the setting value is flashing.

5 /5(Brightest),shall be  the 

, 
 to enter the  brightness 

Press the to enter the 
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Press the bu  to choose 
  the setting number.

 to confirm the 
  selection.
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  setting is changed from 5/5 (100%) to 
  4/5 (80%).

Press the  to go to the
  t) setting.
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Press the to enter the 
   brightness (Night) setting.
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Press the bu  to choose 
  the setting number.

 to confirm the 
  selection.
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LED Bar   setting is changed from 3/5 (60%) to 
  2/5 (40%).

Press the 
  t

Now the setting value is flashing.
Setting range 1/5
5 /5(Brightest).
Setting unit

5/5(100%).
 brightness will

Now the setting value is flashing.
Setting range 1/5
5 /5(Brightest),should be  the 

Setting unit
3/5(60%).

 brightness will

screen.
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n, 
 to enter the 

  setting.

to       

 to confirm the 
  selection.

 from  to 
.

Press the 
  the creen.

creen.
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  from on to off.
Press the 

  the indication screen

e indication screen.
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Press the Right button to enter the 
  Shift Light setting.

Example : To set the Shift Light  
  value to 10,000 RPM. 

Up or Down button to       
  choose the setting value.

Right button to confirm the 
  selection.
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  9,000 RPM to 10,000 RPM.
Press the Down button to go to the

  Pre-Shift Light setting.
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Press the Right button to enter the 
  Pre-Shift Light setting.
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  when the RPM reaches the 
  excessive rotation value

LED Bar(lit)

The ring for the RPM turns red
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Example : To set the Pre-Shift Light 

  value to 9,000 RPM. 
Up or Down button to       

  choose the setting value.
Right button to confirm the 

  selection.
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 reaches the Pre-Shift Light value.

LED Bar(Flashing)

The Shift Light screen, press the Right 
  button to enter the Shift Light setting.

Press the Right button to enter the 
  RPM Light - Start setting.

Shift Light Setting5-9 
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Example : To set the RPM Light - Start 
  value to 5,000 RPM. 

Up or Down button to       
  choose the setting value.

Right button to confirm the 
  selection.ODO km51398
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NOTE
Now the setting value is flashing.

NOTE
Now the setting value is flashing.

NOTE
Now the setting value is flashing.

 reaches the starting value.

Press the Down button to go to the
  Shift Light setting.
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  to off. 
Up or Down button to       

  choose the setting options.
Right button to confirm the 

  selection.

5-8 

Press the Left button
  the creen

T
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Low Fuel Alert Setting5-11

ODO km51398

%100

V12.5

°C80.5

psi3331F R0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49 LTE
28.5°C13:49

0

1

2

3
4 5 6

7

8

9

10
RAIN

RIDE

ROAD MAX
D-ESA

km/h
0
N1 2

28.5 °C13:49

Select
Down

Back
Up

50%
40%
30%
20%
10%

Low Fuel Alert

100%

The Low Fuel Alert screen, press the 
  Right button to enter the Low Fuel 
  Alert setting.

Example : To set the Low Fuel Alert 
  value to 20%. 

Up or Down button to       
  choose the setting value.

Right button to confirm the 
  selection.

  from 30% to 20%.
Left button to go back to 

  the Low Fuel Alert screen.

The Low Fuel Alert screen.
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NOTE

Th , press the 
  Right button to enter the 
  Alert setting.

ress the Right button to enter the 
   setting.

Left button to go back to 
  t

Th

Example : To set the ENG TMP Alert 
  value to 100 °C. 

Up or Down button to       
  choose the setting value.

Right button to confirm the 
  selection.
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ENG TMP Alert Setting5-12

60 2 0 °C
                        ( 40 482°F).

 90 °C ( °F).

NOTE
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Fuel Capacity

The Fuel capacity screen, press the 
  Right button to enter the Fuel capacity 
  setting.

ress the Right button to enter the 
  Fuel capacity setting.

Fuel capacity value from 20 L 

Left button to go back to 
  the Fuel capacity screen.

The Fuel capacity screen.

Example : To set the Fuel capacity 
  value to 25 L. 

Up or Down button to       
  choose the setting value.

Right button to confirm the 
  selection.

Fuel capacity Setting5-10

 20 L.
NOTE
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Refer to the "Usable fuel capacity" 
in the user manual for the setting value.
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ODO
The internal and external ODO screen, 

  press the Right button to enter the 
  internal and external ODO setting.

Press the Right button to enter the 
  internal and external ODO setting.

Internal and External ODO Setting5-14
: Set external total distance value

  from 10,000 km to 12,500 km.
Press the Left button to go back to 

  the internal and external ODO screen.

screen. 

Example : To set external total distance
  value to 12,500 km. 

Up or Down button to       
  choose the setting value.

Right button to confirm the 
  selection.
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ODO

User unable to adjust or clear
internal ODO.

Display range : 0~99,999 km (mile).               NOTE

Cursor's order : 
thousand

Setting range : 
0 ~ 99,999 km (mile).                       

NOTE

When connecting to the meter for 
the first time, the total external mileage 
displays the ODO record value.

NOTE

Now the setting value is flashing.
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Volt WARN

The Volt WARN screen, press the 
  Right button to enter the Volt WARN 
  setting.

Press the Right button to enter the 
  High Volt WARN setting.

Example : To set the High Volt WARN
  value to 16.0 V. 

Up or Down button to       
  choose the setting value.

Right button to confirm the 
  selection.

  from 15.0 V to 16.0 V.
Press the Down button to go to the

  Low Volt WARN setting.

Press the Right button to enter the 
  Low Volt WARN setting.

Example : To set the Low Volt WARN
  value to 11.0 V. 

Up or Down button to       
  choose the setting value.

Right button to confirm the 
  selection.

  from 11.5 V to 11.0 V.
Press the Left button to go back to 

  the Volt WARN screen.

The Volt WARN screen.
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Volt WARN Setting5-13

Setting range : DC 13.1~18.0 V.
Default value : 15.0 V.

NOTE

Setting range : DC 8.0~13.0 V.
Default value : 11.5 V.

NOTE
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Maintenance Setting5-15
The Maintenance screen, press the 

   Right button to enter the Maintenance 
   setting.

Press the Right button to enter the 
  Maintenance(Time) setting.

  (Time) to 8 months. 
Up or Down button to       

  choose the setting value.
Right button to confirm the 

  selection.

Maintenance(Time) from 
  12 months to 15 months.

Press the Down button to go to the
  Maintenance(Distance) setting.

Press the Right button to enter the 
  Maintenance(Distance) setting.

  (Distance) value to 12,000 km. 
Up or Down button to       

  choose the setting value.
Right button to confirm the 

  selection.

  10,000 km to 12,000 km.
Press the Left button to go back to 

  the Maintenance screen.

The Maintenance screen.
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Maintenance

Setting range : 1~24 month.
Default value : 12 months.

NOTE
Now the setting value is flashing.

Setting range : 0~16,000 km (mile).
Default value : 10,000 km (mile).

NOTE
Now the setting value is flashing.

Hello!
Select your mobile OS. 

iOS

Android

Next

The meter information screen, press 
  the Right button to enter the meter 
  information setting.

Example : To reset the meter(original
  setting).

Press the Right button to reset.

Meter information Setting 5-16
Press the Down button to confirm reset.
Press the Up button to cancel reset.

Successfully reset and return to the 
  boot screen for initial use.
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Are you sure  
to reset the 
device?

YesNo

User unable to adjust or clear
software Version.

NOTE
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Bluetooth® Setting5-17
The Bluetooth® screen, press the  

  Right button to enter the 
  Bluetooth® setting.

button to 
  choose the setting options.

Turn on the Bluetooth® function of the 
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Press the Left button to go back   

  to the Bluetooth screen. 

he Bluetooth® screen. 

Bluetooth®

phone, historical call records, 

and push notifications.
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Call ending screen.
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button to go back 
  to the previous song.

button to go to 
  the next song.

Press the button ,
  .

 to 
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1~33%, 2~3bars (2bars=34~66%,
3bars=67%~100%)

1~4bars.

Content

 A total of 40 turning precautions.
  

when exceeding the range.
,
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Total length of the song
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120
There's no overspeed warning in general, but the speed 
limit value will adjust automatically while navigation.
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Bluetooth® disconnection

The screen will return to the main screen 
when the Bluetooth is disconnected.

wh062ba01c(P23-23)

6 Troubleshooting

 If the problems still can’t be solved, contact our technical department for assistance.

Trouble TroubleCheck item Check item

   make sure the voltage is over DC 12 V.

   disconnected or have fallen off.

   disconnected or have fallen off.

The meter shows wrong
information.

   disconnected or have fallen off.

Tachometer doesn't appear
or appears incorrectly.

   disconnected or have fallen off.

The meter indicator 
didn't display.

The clock is incorrect.

   disconnected or have fallen off.

    settings are correct.
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The screen will return to the main screen when the Bluetooth is disconnected on the music, navigation, historical call record,
or incoming call notification screen.

NOTE

 “The Company is committed to optimizing the Bluetooth® application function of the meter. However, as supports for software and hardware are 
     different as mobile phones differ, the Bluetooth® application function of the meter may be affected, causing differences in functions.”

Android™ is a registered trademark of Google LLC. Apple® and iPhone® is a trademarks of Apple Inc., registered in the U.S. and other countries.
The Bluetooth® word mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by Tong Yah Electronic Technology 
Co.,Ltd is under license. Other trademarks and trade names are those of their respective owners.

The following situations do not indicate malfunctions of the product. Check the following before taking it in for repair.


