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Proceed as follows

INSTALLATION INSTRUCTIONS

ACCESSORY

Enhanced Lifter Plate

NOTE

2.Remove the     clutch springs which are located behind the stock lifter plate. Use suitable tools to remove      the stock bearing, and install it 
   on the KOSO lifter plate(accessory 1). 

3. After the bearing is installed on the KOSO lifter plate, screw in the stock      M6xL20xP1.0 screws 2~3 rotations/threads. 
    Make sure the clutch springs have flat contact with the lifter plate. 

1.Use suitable tools to remove the stock      M6xL20xP1.0 screws.

Follow the diagram steps for disassembling. For installation, reverse the steps.

To avoid the stock lifter plate from cracking, remove all three M6xL20xP1.0 screws at once, instead of one at a time. 

Apply engine oil on the inner wall of hole for the lifter plate before installation and push the bearing horizontally into the hole. 
If the bearing is stuck during installation, hit the bearing gently in the opposite direction to remove it for re-installation. 

To avoid the lifter plate from cracking, screw in all three M6xL20xP1.0 screws with even torque at once instead of applying full 
torque on each of the screws one at a time. 

Gently hit the bearing to achieve horizontal installation. Do not apply too much force or you risk 
damagin the bearing or lifter plate.

CAUTION!

CAUTION!

 Thank you for purchasing our product. Before installing/operating the product, read the instructions carefully and retain them 
for future reference.

Attention!
● For installation, follow the steps described. Any damage caused by wrong installation shall be imputed to the users.
● Do not disassemble or change any parts. Opening and dissassembling this unit will void any warranty.
● Maintenance and repairs should be executed by our professionals only.

NOTE

WARNING!
Some procedures must be followed to avoid damages to the product.

Certain procedure must be followed to avoid damages to yourself, to the vehicle or to others.  


