
















Troubleshooting6
The following situations do not indicate malfunctions of the product. Check the following before taking it in for repair.

 

 

 

Trouble TroubleCheck item Check item

●The power isn't supplied to the meter.
→Make sure the wiring is connected.
   The wiring and fuse are not broken.
→The battery is too old to supply needed
    power (DC 12 V).
●Check the voltage of your battery, and
   make sure the voltage is over DC 12 V.
●May be poor connection of the speed 
  sensor.
→Check if the speed sensor is 
    connected correctly.
●Check the setting.
→Refer to the manual 5-4 Tire circumference,
    Sensor point setting.
●Make sure the temperature wire is
  connected properly.
→Check if the temperature wire is 
    connected correctly.
●Check the setting.
→Refer to the manual 5-6 Temperature setting.

The meter doesn't work
when the power is on.

The meter shows wrong
information.
Speed meter doesn't appear
or appears incorrectly.

Thermometer doesn't appear
or appear incorrectly.

Fuel meter doesn't  display 
or display error.

The meter indicator 
didn't display.

The clock is incorrect.

●May be poor connection of the harness.
→Make sure the wires are 
    connected correctly.

●Check the setting.
→Check the settings menu if the
    clock settings are correct.
●May be due to the reversed power line.
→Check if the positive wire(Red)
    connects to the battery(DC 12 V), and 
    main switch positive wiring(Brown) 
    connects to the main switch(DC 12 V).

●Check your fuel tank.
●May be poor connection of the harness.
→Make sure the wires are 
    connected correctly.
●Check the setting.
→Check the settings menu if the
    fuel settings are correct.
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※ If the problems still cannot be solved, contact our technical department for assistance.


