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Installation 2

Do not use the charger when it is raining. Put the cap in place to protect the port.
NOTE Design and specifications are subject to change without notice.

Warning!

●Size
●Weight

●USB Working Voltage 

50.7 X 35 X 35 mm

Voltage Range :DC 10 ~ 16 V
Output specifications : DC 5V/3A
DC 9V/2A (When input power is over 10.5V)
12V/1.5A (When input power is over 13.5V)
Charging protocols : PD2.0/3.0．PPS．APPLE 2.4A．QC4+．AFC．FCP．SCP．PE2.0/1.1

●Effective temperature range -10 ~ 60°C 
●IP Level JIS D 0203 (S2)

±45 g

 Thank you for purchasing our product. Before installing/operating the product, read the instructions carefully and retain them 
for future reference.

Attention!
● For installation, follow the steps described. Any damage caused by wrong installation shall be imputed to the users.
● To avoid a short circuit from occurring do not pull or modify the wires during installation.
● Do not disassemble or change any parts. Opening and dissassembling this unit will void any warranty.
● Maintenance and repairs should be executed by our professionals only.

NOTE

WARNING!
Some procedures must be followed to avoid damages to the product.

Certain procedure must be followed to avoid damages to yourself, to the vehicle or to others.  
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Follow the steps below during installation.

❶
❸❷

❹

=Ø27 mm 

Installation instruction3

Wiring installation instructions4

6 Troubleshooting5

No charging function.
Check itemTrouble
●There might be no power supplied.
  →Make sure the wires are connected.
  →Make sure the positive/negative poles are properly connected.
  →Battery malfunction or battery voltage lower than 10 V.
  →Check the wires of product and device.

※ If the problems still cannot be solved, contact our technical department for assistance.

The following situations do not indicate malfunctions of the product. Check the following before taking it in for repair.

Single port USB charger
(Accessory 1)

Black / Ground wire Connect to the vehicle boby
or the engine (It must be a good ground)

Red / Positive pole (Connect to the battery) Mid-way connector

Install the product before the wiring installation to avoid the 
wiring being unable to pass through the washer and the nut.

Warning!

Required body thickness ≦ 4 mm, to avoid insufficient 
torque of the nut.

NOTE Required drilling size =Ø27 mm 

❶ Use proper tool to drill a hole.

❷ Single port USB charger (Accessory 1)
❸ Rubber cap (Accessory 2)
❹ Screw ring (Accessory 3)


