
1 Accessories

2 Installation Instructions

Optional Hubs1-2

1 Steering Wheel X1 3 Column Clamp X1 2 Hub Bracket X1

6 Rubber Gasket (LargeX1+SmallX2) 7 M6 Square Nut X25 Thermal Insulation Pad X1

4 Center Cap X1

X2

8 Hex Head Bolt ( M5X5+M6X2)

X2

X5

1 Steering hub spline for UTVs 

Follow the procedure below for instal lation

Steering Hub Spline
(Optional Accessory)

Hub Bracket
(Accessory 2)

Steering Wheel 
Steering Shaft

Step 1 Attach the Steering Hub Spline (optional accessories) to the hub bracket.

T.R.

4.41 N.m (45kgf·cm, 3.24 lb·ft)

Step 2 Install the hub bracket on the steering and lock with original vehicle nut.

 Thank you for purchasing our product. Before installing/operating the product, read the instructions carefully and retain them 
for future reference.

Attention!
● For installation, follow the steps described. Any damage caused by wrong installation shall be imputed to the users.
● To avoid a short circuit from occurring do not pull or modify the wires during installation.
● Do not disassemble or change any parts. Opening and dissassembling this unit will void any warranty.
● Maintenance and repairs should be executed by our professionals only.

NOTE

WARNING!
Some procedures must be followed to avoid damages to the product.

Certain procedure must be followed to avoid damages to yourself, to the vehicle or to others.  

Light onFlash

Hold the
Button 

3 seconds

Hold the
Button 

1 second

Symbol description:

Scan QR code 
to see �tment 
chart

Scan QR code to see 
product’s web page

2 Steering hub spline for golf carts 

Scan QR code 
to see �tment 
chart

Torque to OEM 
specifications



Heating Function Instruction4

Step 4 Place the thermal insulation pad(Accessory 5) on the steering wheel (Accessory 1)

and attach to hub bracket. Connect the wiring and cover the center cap (Accessory 4). 

Step 3 Place the square nuts (Accessory 7) inside the clamp (Accessory 3), install clamp 

on both sides of steering and simultaneously lock the bolts on both sides.

For steerings with a diameter of 38-41mm, you need to install the rubber gasket to 
the inner side of the clamp. For 41mm and above, you can install without the gasket.

Rubber gasket installation : align the edge of the gasket with the inner groove of 
the clamp and put pressure on the center to ensure a smooth and even attachment.

Both bolts need to be locked simultaneously 
with even force and tighten clamp upwards.

Column Clamp
(Accessory 3)

M6 Hex Head Bolt (Accessory 8)

Thermal
Insulation Pad
(Accessory 5)

Center Cap (Accessory 4)

Column Clamp
(Accessory 3)Rubber Gasket (Accessory 6)

Square Nut (Accessory 7)

3 Wiring Installation Instruction

Heat Testing Data5

The testing environment is under 26 Degrees Celsius, with a working voltage of 13.5V.
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T.R.

2.94 NM (30kgf·cm, 2.16 lb·ft)

M5 Hex Head Bolt
(Accessory 8)

wh001ay00a

T.R.

4.41 N.m (45kgf·cm, 3.24 lb·ft)

Steering wheel wiring must be placed 
in the groove of the hub bracket.

Steering Wheel (Accessory 1)

Steering Wheel (Accessory 1) Hub Bracket (Accessory 2)

Black / Ground wire connects to the vehicle 
body tor the engine. (It must be a good ground)

Red / Positive +DC 12 V (Connect to ACC)

●Press button once：
    Start with Level 5
    Heat Temperature：
    About 90%
    Press button once：
    Enter Level 4
                   

●Level 4
    Heat Temperature：
    About 80%
    Press button once：
    Enter Level 3
                   

●Level 3
    Heat Temperature：
    About 70%
    Press button once：
    Enter Level 2
                   

●Level 2
    Heat Temperature：
    About 60%
    Press button once：
    Enter Level 1
                   

●Level 1
    Heat Temperature：
    About 50%
    Press button once：
    Off
                   

●Off
    Heat Temperature：
    0%
    Press button once：
    Enter Level 1
                   

When the power is turned on, the first heat level will always be 5. Each press of the button will decrease the heat level until it's off.

90% 80% 70% 60% 50% 0%



Troubleshooting6

wh001ay00a

The buttons do not respond.
No LED indicator lighting up.

●Could be due to an improper connection between the connectors or power cable.
    → Check each connector or power cable to confirm the connection. 
●Could be the fuse was burnt.
    → Replace the 4A fuse with a terminal car fuse.

Trouble Check item

The following situations do not indicate malfunctions of the product. Check the following before taking it in for repair.

※ If the problems still cannot be solved, contact our technical department for assistance.


