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Follow the procedure below for instal lation

Step 1 : Install the sterring column clamp 
(Accessory 2)                         on the steering column.
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 Clamp
(Accessory 2)
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(Accessory 1)
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Allen Screw 
Bolt

(Accessory 3)

Allen Screw
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Steering Wheel 
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Steering Wheel 
Steering Column

Square Nut
(Accessory 4) T.R.

4.41 N.m (45kgf·cm, 3.24 lb·ft)

3 M5 Allen Screw Bolt  X1

M6 Allen Screw Bolt  X4

Step 2 : Attach the steering hub spline 

(Accessory 1) to the hub bracket.

Scan QR code to see 
product’s web page

Lock Washer
(Accessory 7)

Nut (Accessory 6)

Step 3 : Install the hub bracket on the

steering shaft.

Steering Wheel 
Hub Bracket

Steering Wheel 
Hub Bracket Route the wiring through 

the clamp, and if necessary, 
secure it to the steering 
column with zip ties.

 Thank you for purchasing our product. Before installing/operating the product, read the instructions carefully and retain them 
for future reference.

Attention!
● For installation, follow the steps described below. Any damage caused by wrong installation shall be imputed to the users.
● Do not disassemble or change any parts. Opening and dissassembling this unit will void any warranty.
● Maintenance and repairs should be executed by our professionals only.

NOTE

WARNING!
Some procedures must be followed to avoid damages to the product.

Certain procedures must be followed to avoid damages to yourself, to the vehicle or to others.  


